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for the selection and review for suit-
ability of application of materials, 
parts, equipment, and processes that 
are essential to the functions of the 
materials, parts, and components of 
the packaging that are important to 
safety. 

(b) The licensee, certificate holder, 
and applicant for a CoC shall establish 
measures for the identification and 
control of design interfaces and for co-
ordination among participating design 
organizations. These measures must in-
clude the establishment of written pro-
cedures, among participating design or-
ganizations, for the review, approval, 
release, distribution, and revision of 
documents involving design interfaces. 
The design control measures must pro-
vide for verifying or checking the ade-
quacy of design, by methods such as de-
sign reviews, alternate or simplified 
calculational methods, or by a suitable 
testing program. For the verifying or 
checking process, the licensee shall 
designate individuals or groups other 
than those who were responsible for 
the original design, but who may be 
from the same organization. Where a 
test program is used to verify the ade-
quacy of a specific design feature in 
lieu of other verifying or checking 
processes, the licensee, certificate 
holder, and applicant for a CoC shall 
include suitable qualification testing 
of a prototype or sample unit under the 
most adverse design conditions. The li-
censee, certificate holder, and appli-
cant for a CoC shall apply design con-
trol measures to the following: 

(1) Criticality physics, radiation 
shielding, stress, thermal, hydraulic, 
and accident analyses; 

(2) Compatibility of materials; 
(3) Accessibility for inservice inspec-

tion, maintenance, and repair; 
(4) Features to facilitate decon-

tamination; and 
(5) Delineation of acceptance criteria 

for inspections and tests. 
(c) The licensee, certificate holder, 

and applicant for a CoC shall subject 
design changes, including field 
changes, to design control measures 
commensurate with those applied to 
the original design. Changes in the con-
ditions specified in the CoC require 
prior NRC approval. 

§ 71.109 Procurement document con-
trol. 

The licensee, certificate holder, and 
applicant for a CoC shall establish 
measures to assure that adequate qual-
ity is required in the documents for 
procurement of material, equipment, 
and services, whether purchased by the 
licensee, certificate holder, and appli-
cant for a CoC or by its contractors or 
subcontractors. To the extent nec-
essary, the licensee, certificate holder, 
and applicant for a CoC shall require 
contractors or subcontractors to pro-
vide a quality assurance program con-
sistent with the applicable provisions 
of this part. 

§ 71.111 Instructions, procedures, and 
drawings. 

The licensee, certificate holder, and 
applicant for a CoC shall prescribe ac-
tivities affecting quality by docu-
mented instructions, procedures, or 
drawings of a type appropriate to the 
circumstances and shall require that 
these instructions, procedures, and 
drawings be followed. The instructions, 
procedures, and drawings must include 
appropriate quantitative or qualitative 
acceptance criteria for determining 
that important activities have been 
satisfactorily accomplished. 

§ 71.113 Document control. 
The licensee, certificate holder, and 

applicant for a CoC shall establish 
measures to control the issuance of 
documents such as instructions, proce-
dures, and drawings, including changes, 
that prescribe all activities affecting 
quality. These measures must assure 
that documents, including changes, are 
reviewed for adequacy, approved for re-
lease by authorized personnel, and dis-
tributed and used at the location where 
the prescribed activity is performed. 

§ 71.115 Control of purchased material, 
equipment, and services. 

(a) The licensee, certificate holder, 
and applicant for a CoC shall establish 
measures to assure that purchased ma-
terial, equipment, and services, wheth-
er purchased directly or through con-
tractors and subcontractors, conform 
to the procurement documents. These 
measures must include provisions, as 
appropriate, for source evaluation and 
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